
 

Section 1: Identification 

Product Name: Bag-7, Bag-9, Bag-10, 750 

Description:  Silver Solder Material 

Usage:   Sheet & Wire 

 

Company:  The W.R. Cobb Company 

Address:  800 Waterman Ave. East Providence, RI 02914 

Phone:   800-428-0040 

Web Address:  www.wrcobb.com 

Email:   mill@wrcobb.com 

 

Section 2: Hazard(s) Identification 

Classification of Substance: 

Not classified, these silver solders are not considered hazardous in their solid form.  Below you will find all the information 

on this alloy and how it can be hazardous. 

GHS-US Labeling: No labeling applicable in solid form, in dust form the following apply: 

SYMBOL HAZARD GHS HAZARD STATEMENTS 

  

Skin Sensitizer Category = 1 

May cause allergic skin reaction.  May cause respiratory 

irritation. 

STOT (single exposure) Category = 1   
   

  

      
   

  

              

  

Carcinogenicity Category = 2 May cause cancer.       

Respiratory Sensitizer Category = 1 

May cause allergy, asthma symptoms, or breathing 

difficulties if inhaled. 

Toxic to Reproduction Category = 1B May cause genetic effect 
 

  

STOT (repeated exposure) Category = 1 
Causes damage to organs through prolonged, or 
repeated exposure. 

  

Acute Toxic to Aquatic Life Category = 1 Very toxic to aquatic life.     

Chronic Toxic to Aquatic Life Category = 1 Very toxic to aquatic life with long lasting effects. 

      
   

  

    

          

 

Signal Word (GHS-US):  Danger  

Hazard Statements (GHS-US): 

• H317 – May cause an allergic skin reaction. 

• H351 – Suspected of causing cancer. 

• H372 – Causes damage to organs through prolonged or repeated exposure. 

Precautionary Statements (GHS-US):  

• P201 – Obtain special instructions before use. 

http://www.wrcobb.com/
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• P202 – Do not handle until all safety precautions have been read and 

understood.  

• P260 – Do not breathe dust, fume. 

• P264 – Wash hands, forearms and face thoroughly after handling.  

• P270 – Do not eat, drink or smoke when using this product. 

• P272 – Contaminated work clothing must not be allowed out of the workplace. 

• P280 – Wear protective gloves, protective clothing, face protection, eye 

protection.  

• P302+P352 – IF ON SKIN: Wash with plenty of water. 

• P308+P313 – If exposed or concerned: Get medical advice/attention.  

• P314 – Get medical advice/attention if you feel unwell. 

• P321 – Specific treatment (see Section 4). 

• P333+P313 – If skin irritation or rash occurs: Get medical advice/attention. 

• P362+P364 – Take off contaminated clothing and wash it before reuse. 

• P405 – Store locked up. 

• P501 – Dispose of contents/container in accordance with local, regional, national, 

territorial, provincial, and international regulations. 

Other Hazards: 

These products are presented in their solid form.  It does not present the same hazards when the individual components 

are in their powdered forms.  Under normal use and handling of the solid form of this material there are few health 

hazards.  Cutting, welding, melting, grinding, etc. of these materials will produce dust, fume or particulate containing the 

component elements of these materials.   

The materials present in this product in their powdered forms present aquatic toxicity to the environment, pyrophoricity, 

flammability, self-heating capabilities, carcinogenicity, water reactivity, and acute toxicity.  When processed or where dust 

is generated a combustible dust hazard may be present.  Avoid generating dust, sparks, ignition sources, and take all 

necessary precautions.  Exposure to dust or fume may cause irritation of the eyes, skin and respiratory tract.  Fine 

particulates dispersed in air may present an explosion hazard. 

Inhalation of dusts and fumes can cause metal fume fever.  Symptoms can include a metallic or sweet taste in the mouth, 

sweating, shivering, headache, throat irritation, fever, chills, thirstiness, muscle aches, nausea, vomiting, weakness, 

fatigue, and shortness of breath.  If heated to the point of fume generation, zinc fumes may cause metal fume fever.  

Otherwise, Zinc is nontoxic. 

Section 3: Composition/Information on Ingredients 

Element Percentage (%) Cas No. 
Permissible Exposure 

Limit 
Threshold Limit 

Value 

B.  Silver 50-75 7440-22-4 0.01 mg/m3 TWA 0.01 mg/m3 TWA 

C.  Zinc 0-25 7440-66-6 5 mg/m3 TWA 2 mg/m3 TWA  

D.  Copper 20-40 7440-50-8 0.1 mg/m3 TWA 0.2 mg/m3 TWA 

 

Section 4: First-Aid Measures 

In case of Inhalation: May cause irritation of the respiratory tract or metal fume fever with symptoms of fever, 

chills, nausea, chest tightness, or metallic taste.  May also cause Argyria, a blue-gray 

discoloration of the skin, mucous membranes, and eyes.  Remove from exposure, seek 

medical attention. 



 

In case of Ingestion: May cause generalized Argyria and may be mildly irritating to the stomach and intestines.  

Seek medical attention 

In case of Skin contact: May cause irritation and/or allergic sensitization.  May also cause localized Argyria.  

Remove contaminated clothing.  Wash skin with soap and water. 

In case of Eye contact: Irritation may result.  Rinse thoroughly with clean water.  Seek medical attention if 

symptoms develop. 

 

Section 5: Fire-Fighting Measures 

Flash Point (Method Used):  Solid metal is non-flammable. 

 

Extinguishing Media:   Dry chemical, CO2, dry sand may be used. 

 

Special Fire Fighting Procedure: Use self-contained breathing equipment. 

 

Unusual Fire & Explosion Hazard: Not normally flammable.  Fine powder/dust may ignite at high temps. 

 

Section 6: Accidental Release Measures 

Steps in case of Spill/Leak: Notify safety personnel of spills.  Clean-up personnel need protection against 

inhalation of dust or fumes. 

Disposal: MAY HAVE RECLAIM VALUE!  Dispose of any unsalvageable material in 

accordance with federal, state and local regulations 

Section 7: Handling and Storage 

Handling Precautions: Avoid contact and inhalation of the vapors.  See section 8 below for more detail.  Do not 

eat, drink or smoke while working. 

Storage: Keep in a dry bucket with desiccant packets / silica gel with a lid.  The lid is to protect 

from dust, and other material from contaminating the product.  Also, keep in a dry 

climate to prevent any moisture. 

Section 8: Exposure Controls/Personal Protection 

Exposure Limits:    See Section 3 for PELs and TLVs. 

Ventilation & Respiratory Protection: Provide efficient local exhaust ventilation necessary to meet T.L.V. 

requirements in the workplace.  Approved respirator protection is 

required when heating, grinding and for special operations where 

dust/fume exposure may occur. 

Other Protective Equipment: Gloves/protective clothing is required to prevent excessive dust contact 

with skin, cuts, abrasions, etc. when performing mechanical operations 

or handling sharp pieces of metal.  Face/eye protection is recommended 

where possibility of getting dust or particles in the eyes exist. 



 

 

Section 9: Physical and Chemical Properties 

• Appearance:      Silver 

• Upper/lower flammability or explosive limits: N/A 

• Odor:       N/A 

• Vapor Pressure:     N/A 

• Odor Threshold:     N/A 

• pH:       N/A 

• Relative density:     N/A 

• Melting point/freezing point:   N/A 

• Solubility(ies):     N/A 

• Initial boiling point and boiling range:  N/A 

• Flash point:      See Section 5 

• Evaporation rate:     N/A 

• Flammability (solid, gas):    See Section 5 

• Partition coefficient: n-octanol/water:  N/A 

• Auto-ignition temperature:    N/A 

• Decomposition temperature:   N/A 

• Viscosity:      N/A 

 

Section 10: Stability and Reactivity 

Stable:    Yes 

Conditions to Avoid:  Overheating during brazing, soldering, and melting 

Hazardous Polymerization: Will NOT occur. 

Section 11: Toxicological Information 

There is no toxicological data available for this mixture.  Consider the individual concentration of each component to 

assess toxicological effects resulting from exposure to the mixture.  No specific risks can be referred to the solid state.  

Hazardous properties cannot be excluded but are unlikely when the product is handled appropriately.  Fumes or fine 

dusts may cause irritation to the respiratory system, cough, headache, nausea, fever and cause sensitization by inhalation 

and skin contact. 

Section 12: Ecological Information 

Depending on how stored, could possible lead to oxidation.  The kinetics of oxidation is developed in the presence of 

water. With the presence of water oxidations rates are increased.  

Section 13: Disposal Considerations 

Appropriate disposal containers to use: Buckets or cans clearly marked as “Master Alloy Only” or 

“Low Silver Master Alloy” or “High Silver Master Alloy” 

depending on material. 

Recommendations of appropriate disposal methods: Sold directly to a metals Reclamation Facility. 

 



 

Description of the physical and chemical properties 
that may affect disposal activities:    None.  Generally, it is in solid or granular form. 

 

Special Precautions for Landfills/Incineration activities: Again, metal refiners are used so our scrap should not 

end up in a landfill 

Section 14: Transport Information 

General Shipping Information: Material is not regulated for shipping, unless going out of country. 

Shipping Name:   BAg-7, BAg-9, BAg-10 or 750 sheet or wire 

UN Number:    N/A 

Packing Group Number:  N/A 

Environmental Hazards:  N/A 

Guidance on Transport:  When shipping internationally please use Tariff Code 7106.92.1000. 

Transport Regulations: 

• Canadian Transportation of Dangerous Goods Regulations (TDG) 

• US Department of Transport (DOT) Hazardous Materials Shipping Information 

• International transportation: Must comply with the regulations of multiple countries.  The shipment must follow 

the regulations of the countries of origin and destination, and sometimes the rules from each country of transit. 

Section 15: Regulatory Information 

 

US FEDERAL REGULATIONS: 

 

Casting Alloys & Pure Metals 

Silver (7440-22-4) 

Listed on the United States TSCA (Toxic Substances Control Act) inventory    

Listed on the United States SARA Section 313           

RQ (Reportable Quantity, Section 304 of EPA's List of Lists): 
1000 LB < 100 um  CERCLA/SARA RQ 

CHANGE TITLE 

SARA Section 313 - Emission Reporting 0.10% 

Zinc (7440-66-6) 

Listed on the United States TSCA (Toxic Substances Control Act) inventory    

Listed on the United States SARA Section 313           

SARA Section 313 - Emission Reporting 1.00% (dust or fume only) 

Copper (7440-50-8) 

Listed on the United States TSCA (Toxic Substances Control Act) inventory    

Listed on the United States SARA Section 313           

SARA Section 313 - Emission Reporting 1.00% 

 

 

 

 



 

US STATE REGULATIONS: 

Silver (7440-22-4) 

U.S. - California - Right to Know List 

U.S. - Massachusetts - Right to Know List 

U.S. - Minnesota - Right to Know List 

U.S. - New Jersey - Right to Know List 

U.S. - Pennsylvania - Right to Know List 

Zinc (7440-66-6) 

U.S. - Massachusetts - Right to Know List 

U.S. - New Jersey - Right to Know Hazardous Substance List 

U.S. - Pennsylvania - Right to Know Environmental Hazard 
List 

U.S. - Pennsylvania - Right to Know List 

Copper (7440-50-8) 

U.S. - Massachusetts - Right to Know List 

U.S. - New Jersey - Right to Know Hazardous Substance List 

U.S. - Pennsylvania - Right to Know Environmental Hazard 

List 

U.S. - Pennsylvania - Right to Know List 

 

Canadian Regulations: 

Silver (7440-22-4) 

Listed on the Canadian DSL (Domestic Substance List) 

WHMIS 

Classification 
Class D Division 2 Subdivision A - Very toxic material 

Zinc (7440-66-6) 

Listed on the Canadian DSL (Domestic Substances List) 

Listed on the Canadian IDL (Ingredient Disclosure List) 

IDL Concentration 1% 

WHMIS 

Classification 

Uncontrolled product according to WHMIS classification 

criteria 

Copper (7440-50-8) 

Listed on the Canadian DSL (Domestic Substances List) 

Listed on the Canadian IDL (Ingredient Disclosure List) 

IDL Concentration 1% 

WHMIS 

Classification 

Uncontrolled product according to WHMIS classification 

criteria 

 

W.R. Cobb has been found to conform to the Quality Management System Standard: 

ISO 9001:2015– Certified 

The certification is valid for the following scope: 

The manufacturing of Precious and Base Metal Findings, Bridal Products and Mill Products. 

W.R. Cobb has been found to conform to the Environmental Management System Standard: 



 

ISO 14001:2015 – Certified 

The certification is valid for the following scope: 

The manufacturing of Precious and Base Metal Findings, Bridal Products and Mill Products. 

 

DODD-Frank Act – Compliant 

Section 1502 of the Dodd Frank Act requires companies to disclose whether any of the products manufactured or 

contracted to be manufactured by the company contains conflict mineral that originate in the Democratic Republic of 

Congo (DRC) or having internationally recognized border with DRC and include Angola, Burundi, Central African Republic, 

Republic of the Congo, Rwanda, South Sudan, Tanzania, Uganda, and Zambia.  For the industries it serves, W.R. Cobb 

Company is compliant as it relates to the conflict minerals of gold. 

W.R. Cobb Company complies with this legislative guideline by: 

• Only accept gold from refiners on the LBMA good delivery list, EICC/GeSI conflict – free compliant smelter list, 

certified members of the responsible Jewelry Council or refiners which certify and independently audit that all 

gold supplies are conflict free. 

• Only accept gold from precious metals trading companies which certify and independently audit that all gold from 

refineries and/or banks which adhere to the refinery & bank compliance requirements listed above. 

• Only accept scrap and/or recycled gold from customers or suppliers which certify and independently audit that all 

scrap and recycled. 

California’s Lead-Containing Jewelry Law – Compliant 

W.R. Cobb Company does not intentionally add lead or cadmium to any of our products.  Incoming materials and 

production melt are carefully checked for lead and cadmium content.  Products you purchase from W.R. Cobb Company 

do not contain a level of lead or cadmium that would prohibit the product from being sold or offered for sale pursuant to 

Article 10.1.1 Chapter 6.5, Division 20, of the California Health and Safety Code (Sections 25214.1-25214.4.2). 

Section 16: Other Information 

Revision Date:   10/17/2017 

Standards in Accordance: This document has been prepared in accordance with the SDS requirements of the OSHA 

Hazard Communication Standard 

Responsibility: Party responsible for the preparation of this document 

The W.R. Cobb Company 

800 Waterman Ave. 

East Providence, RI 02914 

800-428-0040 


